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TECHNICAL BULLETINACFoam®

 Polyiso Roof Insulation

Recycled content values have been established as a percentage of product weight. Download the 

ACFoam® Polyiso Roof Insulation Package and Loading Guide for an extended list of polyiso roof 

insulation recycled content.

PRODUCT
THICKNESS

0.5″ 1.0″ 1.5″ 2.0″ 2.5″ 3.0″ 3.5″ 4.0″

1ACFoam®-II — 52.9% 44.6% 39.2% 35.5% 32.7% 30.6% 28.9%

2ACFoam®-III — 6.2% 7.7% 8.7% 9.4% 10.0% 10.5% 10.9%

2ACFoam®-HD CoverBoard 7.4% — — — — — — —

2ACFoam® -Recover Board 4.0% 6.2% — — — — — —

2ACFoam® Supreme — 11.5% 12.3% 12.8% 13.1% 13.3% 13.5% 13.6%

2EnergyShield® 9.5% 11.5% 12.3% 12.8% 13.1% 13.3% 13.5% 13.6%

2EnergyShield® CGF 3.9% 6.2% 7.7% 8.7% 9.4% 10.0% 10.5% 10.9%

2EnergyShield® Pro/Pro2 9.2% 11.2% 12.1% 12.7% 13.0% 13.2% 13.4% 13.5%

Effective July 1, 2013, Atlas Roofing Corporation has established new recycled content values for the 

following products: ACFoam®-II, ACFoam®-III, ACFoam®-HD CoverBoard, ACFoam® -Recover Board, 

ACFoam® Supreme, EnergyShield®, EnergyShield® CGF, EnergyShield® Pro and EnergyShield® Pro 2

1Post-Consumer and Pre-Consumer (Post-Industrial) recycled content.
2Pre-Consumer (Post-Industrial) recycled content only.

EnergyShield ®

 Continuous Wall Insulation


