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Gemini ™ 
Pre-Cut Tapered Polyiso  Roof Insulation DID YOU KNOW?

•	 Reduced Jobsite Waste

•	 One-Piece Pre-Fabricated Tapered Panel

•	 Conveniently Palletized in 4ʹ × 4ʹ Units

•	 Available with ACFoam®-II GRF and ACFoam®-III CGF 
Facer Technology

•	 Compatible with 4ʹ × 4ʹ Atlas Tapered ACFoam® Panels 
and 4ʹ × 4ʹ Gemini™ Drain Set

GEMINI™

VALLEY MITERS & DRAIN SUMPS
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SLOPE VALLEY 
PANEL

THICKNESS PIECES PER UNIT

MINIMUM MAXIMUM VALLEY

1/8ʺ

AAV 0.5ʺ 1.0ʺ 54

AV 1.0ʺ 1.5ʺ 32

BV 1.5ʺ 2.0ʺ 24

CV 2.0ʺ 2.5ʺ 18

1/4ʺ
XV 0.5ʺ 1.5ʺ 36

YV 1.5ʺ 2.5ʺ 20

1/2ʺ QV 0.5ʺ 2.5ʺ 22

TYPICAL PRE-CUT MITER VALLEY PANELS

Valley miter panels can be produced to match all Tapered ACFoam® panel profiles. 
Refer to ACFoam® Package & Loading Guide for an extended list of Tapered ACFoam®-II and Tapered ACFoam®-III panels.
Available for download on our website.
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TYPICAL PANEL LAYOUT — 16ʹ × 16ʹ Drain SumpTYPICAL PANEL LAYOUT — 8ʹ × 8ʹ Drain Sump
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Gemini ™ MTR
Pre-Cut Miter

Atlas Gemini™ Pre-Cut Valley Miters are an efficient solution for field fabricating 8ʹ × 8ʹ and 16ʹ × 16ʹ 
drain sumps. Gemini™ Pre-Cut Valley Miters are available in a variety of slopes and thicknesses to provide 
positive slope toward an internal roof drain or through-wall scupper.


